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Single Storey Rear Extension

revision

The contractor is responsible for checking dimensions
on site before work is carried out.

SGT Building Design to be notified of any discrepancies.
© SGT Building Design unless otherwise agreed.

Notes
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Proposed Foundation Plan

RC lintel to bridge over
drain (inner leaf)

Foundation "cut back" to
allow for existing drain

Outline of foundations (shaded)

RC lintels to bridge drainage runs.
100mm x 150mm deep.

450mm

A

A - Section and notes added.

1.0m

450mm

GL

Velux roof light. Doubled, bolted rafters either side.

Code 4 lead flashing

Existing floor (assumed)

Existing lintels to be checked once works commence.
If found to be Catnic or IG lintel or similar then will be

adequate for additional loading over existing openings.
Alt. replace with 2 no. 178 x 102 UB's with 150mm bearings.

Cut back existing "stone detail" where projecting into new room, as appropriate.

Breathable felt to specification. Roof to be unvented.

50mm x 150mm timber wall plate bolted to the existing
brickwork using 20mm Rawlbolts at 600mm centres.

Rafters birdsmouthed over and nailed to resist horizontal movement.

Insulation to specification between and below joists.

New floor to line through with existing.

DPC min. 150mm above finished external ground level

Provide refurbishment type cavity tray linked to flashing.

Roof pitch - 15 degrees

Existing foundations - assumed

Typical Section

Foul Drain
il estimated at 1.0m
(taken from original drawings)
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